
 

SLIDING DOOR DRIVE UNIT 
SL 35 

 
The Heavy duty drive system  

 Single leaf up to 200kg 

 Bi-parting sliding doors up to 300kg 

 Two- and four-leaf telescopic sliding doors 

 Complies with AS5007 

 Emergency-exit function 

 Gilgen CAN-Bus sensors as well as sensors by others 

 Battery back up 

 Electric Motor Lock function 

 Door monitoring system 

 Suitable for Heavy duty applications 

 TÜV-tested for conformity with corresponding standards 

(e.g. EN 16005, DIN 18650) 



 
All glass profile system 
 LB 
Compatible with 140 mm, 200mm 
drive systems 

 
 Single-leaf and bi-parting sliding doors 

 With side door panel, protection leaf 

 fixed-point guide 

 Suitable for frameless glass doors up to 22mm 
 

Low-profile frame system  

Compatible with 140 mm, 200 mm drive 
system and 140 mm telescopic configu-
ration 

LB 30 

 
 Single-leaf and bi-parting sliding doors 

 Two- and four-leaf telescopic sliding 
doors 

 With side door panel, protection leaf 

 fixed-point guide 

 Emergency-exit function  

 Electric Motor Locking 

 12, 15 and 19 mm glass 
 

Standard profile system  
Compatible with 140 mm drive system and 
140 mm telescopic configuration 

 
 Single-leaf and bi-parting sliding doors 

 Two- and four-leaf telescopic sliding 
doors 

 With side door panel, protection leaf 

 fixed point guide 

 Emergency-exit function  

 electric motor locking 
 
 

Thermally insulated profile system  
Compatible with 140 mm drive system telescopic 
configuration 

 
 Single-leaf and bi-parting sliding doors 

 Two- and four-leaf telescopic sliding doors 

 Conform to EN 16361 standards 

 Emergency-exit function 

LB 40 

LB 40 

45
 



Gilgen SL 35 – smart and timeless 
 

 
Simple, reliable and functional - SL 35 

 150 kg per sliding door leaf (Telescopic 2x120 kg, 4x75kg) 

 Mains supply 240 VAC (+10%/-15%) 50/60Hz 

 Max. door leaf speed 0.8 m/s (adjustable) 

 State of the art Uni microprocessor 
 
 

Low-noise design with optimised running carriage configuration 

 Running carriage designed to match performance 

 Damped carrying roller system for quiet operation 

 Easy adjustment of counter-pressure roller 

 Easy door leaf adjustment 
 
 

Safety and security – this future-oriented system offers 

security, while protecting property and preventing break-ins 

 Overall solutions tested to EN 16005 standards, 

with emergency-exit  

   Secure electric locking mechanism  
 

 
 
 
 
 
 
 
 
 
___________________________________________________________________________________________________________ 
 
Gilgen Door Systems Pty LTD 
6 Sir Laurence drive, 
Seaford VIC 3198 
 
(03) 8773 4200 
sales@gilgends.com.au        www.gilgendoorsystems.com.au 
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Automatic opening combines convenience with personal safety 

Integrated CAN-bus sensors guarantee maximum personal safety 

and reliable functioning of the door 

Compatible with sensors by others 

Emergency-exit function conforming to EN 16005 / DIN 18650 

 
Control Panel – simple and intuitive 

Easy-to-use touchscreen display keeps operations to the essential minimum 

AUTOMATIC-OPEN-EXIT-NIGHT-MANUAL-reduced opening 

Information to the operating state 

https://aus.gilgendoorsystems.com/company/locations
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